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ELECTRICAL SPEC.
Detection System Absolute 5#$HE]
Output Code [t i Gray Code
?tandard Number of Pulse Per Revolution 8, 16, 32, 64, 128, 256
EJ%%JP?
Electronics R H I+ NPN Voltage FE<%], NPN Open Collector FEifi |
Power Supply fi & DC 10~26V, DC 5V fixed '
Current Consumptidn R IR <70 mA
Logic ] ' Negative Logic (H=0, L=1) ¢!
Max. Response ﬁ*ﬁ'ﬁ%ﬂiﬁﬁﬁ 10K Hz C
MECHANICAL SPEC.
Shaft Diameter iflii% 6 mm
Shaft Loading {#lifi» £1 Axial #li[7]: 1 Kg, Radial Z[r: 2 Kg
Max. Speed & 5 F T 3,000 rpm
Vibration Resistance I Endurance 55 Hz double amplitude 1.5 mm /2 hours in X, Y and Z directions
Shock Resistance Endurance 500 m / % (50g) 3 times each in X, Y, Z direction
Cable FEd @4.5, 50 cm long, vinyl shielded
Weight k! < 200g
ENVIRONMENTAL SPEC.
Operating Temp. / Humidity =5 4 3544 0°C ~ 60°C, RH 35% ~ 90% (No Condensation)
Storage Temp. fG#r Ik -20°C ~ 80°C
Protection W=7k IP50: Dust Proof
|ORDERING INFORMATION
A2 _ Output EC'ode B Pulse per Revolution B E{_eicfron/ts ~ Supply lio{fa_qe
WAHE .48 LI BHEER
G: Gray Code 8, 16, 32, 64, 128, 256 PIR BLANK: NPN Voltage Blank: 10~26 Vdc
C: NPN Open-Collector 5V: 5 Vdc fixed
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