New generation sensor with inductive technology.
s 40 S EAM D ETECTO R with 2 Sensing Levels

TECHNICAL SPECIFICATIONS

Sensing Distance Normal 0-25+- 5cm

Excitation Voltage

24V DC (18-30V) Signal Seam detection Flashing Red LED

High 0-35+- 5cm Load Driving 100 mA (24 V AC/DC) High sensitivity Red LED
Sensing Speed 0.1-20 m/sec Operating Temperature 0-95°C Normal sensitivity Green LED
Sensed Magnet AlNiCo ve Samarium Output Protection Short Circuit Protected Power Consumption 06w
Cobald (Min. 0.5 Oe) Min. Output Pulse Length 1sec Weight 145 gr
Min. Sensing Period 3 sec Cable Length 2m
DIMENSIONS Environmental Rating P67
| 60 mm | 19.5 | 2000 mm
mm
PG-21 (hole @: 29 mm) WARNING! )

36 mm

| |28,5mm| |

use M36 wrench

O i

Red LED: HIGH sensitivity

Green LED: NORMAL sensitivity DO NOT try to open the
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— Bright Red LED: Seam detection

\ cause irreversible damage

cable gland.

This breaks off the
water-proof sealing.
Attempts in contrary, may

to sensitive circuitry insidej

(flashes)
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SUGGESTED APPLICATIONS

WARNINGS

Min 35 cm

Sensing distance max 25 cm

Min 35 cm
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Avoid vibrations during
operation.

Protect from the magnetic shocks.

DO NOT use the sensor close to
high-voltage line.

WARRANTY (15 months)

Warranty shall be void if:
1- Case is opened.

2- Cable gland is opened, loosened or damaged.

3- Mounting thread on case is damaged. c €
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